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IP65 Power Selectable 
Integrated LED Fire Rated 

Downlight CCT4 

Description 
A Low energy, power selectable CCT4 integrated LED fire 
rated downlight, dimmable and IP65 as standard 

 

 

Features 
● Solid Timber Joist fire resistance compliance - 30, 60, 

90 minutes (Part B of Building Regs.)* 
● I-Joist & Web Joist fire resistance compliance - 30 

minutes (Part B of Building Regs.)* 

● Compact profile enables installation within shallow 

ceiling voids 
● IC rated construction allows insulation to be laid 

directly over the top of the fitting 

● Interchangeable twist and lock white bezel supplied 

as standard. Black, polished chrome and brushed 

chrome bezels available as accessories  

● Screwless terminal block on the LED driver for 

looping Twin and Earth cable 

● Inline connector between driver and downlight 

reduces installation time  
● CCT4 Adjustable 

(2700K/3000K/4000K/6000K) via slider 
switch on Front of fitting 

● Power selectable (5W/8W) via slider switch 
on front of fitting 

● Fixing spring suitable for single or double thickness 
plasterboard 

● Gasket prevents air movement through fitting (BS 
5250 Control of Condensation) and reduces 
passage of sound (Part E of Building Regs.) 

 

 

Range 
LED FR Downlight Fixed IP65 CCT4 BR2010 
LED FR Downlight Fixed IP65 CCT4 C/W CH Bezel BR2010CH 
LED FR Downlight Fixed IP65 CCT4 C/W SC Bezel BR2010SC 
Bezel Chrome   BR2020CH 
Bezel Brushed Chrome 
Bezel Black 

BR2020SC 
BR2020BK 

 
 
 
 
 

Technical Specification    
 

Voltage rating 220-240V AC 50/60 Hz  

Power  5W/8W Selectable  

Lamp  Integrated LED 

CCT 2700K/3000K/4000K/6000K 
CRI ≥80 

Beam Angle 60° 

Lumens +/- 5% 5W 
2700K – 450lm 
3000K – 500lm 
4000K – 550lm 
6000K – 525lm 
8W 
2700K – 720lm 
3000K – 800lm 
4000K - 880lm 
6000K – 840lm 

Light Source Lumens +/- 5% 5W minimum – 700Lm 
8W minimum - 1120Lm 

Light Source Luminous 
Efficiency +/- 5% 

140Lm/W 

IP rating IP65  

Operating Temperature -30°C to +50°C  

Fire rating 30/60/90 mins* 

Class II (double insulated) 

Dimmable Trailing/Leading Edge  

Lifespan 50,000hrs  

No user serviceable parts 

 

 Dimensions 
  

 Cut out Ø 70mm 

 Min. Void 
 depth 

60mm 

 Bezel Ø 87mm 
 

  Standards 
BS EN 60598-1 Safety  

BS EN 60598-2-2 Recessed Luminaires – Particular 
Requirements  

BS 476-21 Fire Resistance 
BS 5250 Control of Condensation 

 

*Contact Deta technical support for further details 


